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Abstract: We report on the implementation of a confocal microscopy
system based on a 2.9 THz quantum cascade laser source. Lateral and axial
resolutions better than 70 μm and 400 μm, respectively, are achieved, with a
large contrast enhancement compared to the non-confocal arrangement. The
capability of resolving overlapping objects lying on different longitudinal
planes is also clearly demonstrated.
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1. Introduction
Over the last two decades, photonic technologies for the terahertz (THz) region of the electro-
magnetic spectrum have experienced an extraordinary breakthrough, thanks to the progresses
made in generation, manipulation and detection of radiation [1,2]. Many novel techniques have
been pioneered, motivated in part by the vast range of practical applications such as high-speed
communications, molecular spectroscopy, imaging in security controls, and medical diagnos-
tics [2–4].
Most of the interest in THz imaging [5] resides in the peculiar ability of THz rays to deeply
penetrate into non-polar and nonmetallic materials such as paper, plastic, clothes, wood and
ceramics that are usually opaque at optical wavelengths. Such materials are frequently used for
packaging and coating of many objects of common use, making THz imaging systems ideal
tools for non invasive quality testing and for inspecting sealed containers [6–9]. Many complex
organic molecules have characteristic absorption bands in the THz, while metal objects can also
be easily identified due to their high reflectivity; these properties explain the high interest for
security applications: weapons, explosives and illegal drugs can be easily identified even when
concealed underneath typical wrapping and packaging materials [3, 10].
Moreover, because of the high absorption coefficient of water in the THz region, hydrated
substances are easily differentiated from dried ones. This means that images of objects in which
the water distribution is the relevant aspect can exhibit great contrast and quality. The high
sensitivity of THz radiation to water is therefore particularly useful for medical applications
because, in a biological system, small changes in water content could indicate crucial tissue
differences, enabling people to distinguish between normal and damaged or cancerous tissue
without recurring to invasive methods [3,4]. Pharmaceutical science is another field which ben-
efits from the new possibilities created by the great number of substances having fingerprints
in the THz region: innovative spectroscopic characterization of materials, opportunities to pre-
vent and detect counterfeit products, precise control of tablet coatings and densities of active
substances have been made possible thanks to THz technology [11–13].
In this perspective, THz microscopy can be identified as a potential diagnostic tool in many
applications where a high spatial resolution is needed. Among existing techniques, confocal
microscopy [14–16] is a very promising one, for it can sensibly reduce the depth of field of the
microscope, as well as improve its resolution and contrast, proving very useful for inspection
of close-by surfaces, where different planes have to be clearly distinguished, or where a depth
information is crucial. Confocal microscopy at THz frequencies has been implemented for the
first time only recently [17,18] with a maximum estimated lateral resolution as large as 310 μm
and an axial resolution as deep as 400 μm.
The recent development of quantum cascade lasers (QCL) emitting at THz frequencies [19]
should make a further improvement of THz imaging technologies possible, thanks to the avail-
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Fig. 1. Schematics of the final setup of the microscope. The lenses inserted are of different
types: three Picarin lenses (L1, L2, L4 with NA ∼ 0.447), two Silicon lenses (S1, S2 with
NA ∼ 0.707), a TPX lens (TPX with 0.447 numerical aperture) and two parabolic mirrors
(M2 with NA ∼ 0.447 and M4 with NA ∼ 0.167 for a better coupling with the Si bolometer
entrance window). The illustration highlights the differences among the various employed
optics.
ability of a reliable, compact, and powerful laser source. For instance, QCLs have already been
used to implement a differential scanning-aperture near-field microscopy set-up [20]. In the
present work, we present a first confocal imaging system based on QCLs emitting at 2.9 THz
and operating in a small-size cryogen-free Stirling cooler, achieving a lateral resolution better
than ∼ 70μm.
2. Experimental set-up
The experimental set-up is schematically depicted in Fig. 1. The employed QCL is based on
a bound-to-continuum design for high injection efficiency (details of the device can be found
in [21]). The device is mounted on the cold finger of a Stirling cryocooler (Ricor K535 Twin
Piston Linear Integral Stirling Cryocooler) and maintained at a temperature of about 29 K. The
QCL is driven at a current of 750 mA with 67.7 μs broad pulses and with an effective 50% duty
cycle.
The profile of a QCL normally has an irregular shape due to the surface plasmon nature of the
ridge waveguide modes. This is a relevant issue to be addressed for getting good performances
out of the microscopy set-up since optical systems and components are normally designed for
circular symmetry and gaussian beam shapes. As a consequence a spatial filter is necessary
to obtain regular beam profiles: a metal pinhole (PH1) having a size of 200 μm was chosen
in order to minimize power losses. Figures 2(a) and 2(b) show the comparison between the
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shapes of the laser profile immediately after the cryostat and after the pinhole, respectively. A
quantitative analysis of the QCL beam profile after PH1 was performed by fitting the collected
points with a gaussian function. The central cross sections (both horizontal and vertical) are
shown in panels (c) and (d): the estimated divergence of the beam resulted in an angle θ ∼ 50◦
which is mainly due to the diffraction from the small aperture and in good agreement with the
optical parameters of the system.
The first two identical Picarin lenses (L1 and L2) collimate and focus the THz beam in PH1.
The wavelength is about 103μm, hence diffraction is expected to be relevant; a large TPX lens
is placed in front of the pinhole ensuring efficient collection of light from PH1. The first high
numerical aperture Si lens (Si1) is inserted in order to focus light at point F, where the sample
to image is scanned. The second Si lens (Si2) is placed at a distance of 50 mm; although these
lenses help to maximize the system resolution, they also reduce the available sample space. A
third large diameter (5 cm) Picarin lens (L4) is used to focus the light collimated by Si2 into
the second, confocal pinhole PH2 (300 μm large). Light passing through PH2 is directed to
the liquid-He Si bolometer used as detector by a couple of parabolic mirrors (M2 and M4). In
particular, the last one matches the field of view of the entrance cone of the bolometer ensuring
the maximum coupling efficiency.
The microscope images a single point of the sample at a time. A two-dimensional scan of
the sample in the focus F results in a sharp image. Each pixel corresponds to a single sample
region of the size of the central focus, while the corruption due to scattering from neighboring
regions is minimized by the pinholes. In order to perform an automatic scan of the sample in
each cartesian direction (x,y and z) a three dimensional moving stage is arranged by means of































































Fig. 2. Far field profile of the laser beam (a) at the output of the QCL (without filtering) and
(b) after passing through the 200 μm pinhole: the measurements were performed by means
of a pyroelectric detector mounted on a x-y moving stage at a distance of ∼ 2 cm; vertical
(c) and horizontal (d) cross sections of the beam profile after the aperture are reported:
fitting gaussian curves are shown in red. (e) Knife-edge scanning of the beam in the sample
zone for the focal plane: the minimum measured waist is ∼ 132 μm
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It is worth mentioning that a high level of precision is required in the alignment: the THz
beam transmitted to the detector has indeed to pass through six lenses, two parabolic mirrors
and two pinholes, meaning that a considerable amount of signal is lost along the optical path.
The intensity of the radiation at the output of the QCL is few mW. The efficiency of the micro-
scope is estimated to be lower than 0.1 % (without inclusion of the sample).
The resolution of the system was tested by means of the scanning knife-edge technique [22]
which gives an estimated focus waist of 132 μm, that gives, according to the Rayleigh criterion,
a lateral resolution of about 67 μm (Fig. 2(e)) and an axial resolution better than 400 μm.









































Fig. 3. Two-dimensional (2D) scan of the disk with two aluminum stripes, 400 μm and
100 μm wide respectively. The disk is oriented in order to keep the Al lines parallel to the
x axis and perpendicular to the z axis. Pictures were captured with and without the 300 μm
pinhole inserted in the setup ((a) and (b) respectively): each is 200x30 points. (c) Line scan
in the focal plane: the 400 μm and 100 μm stripes correspond to the peaks indicated by the
arrows.
In order to optimize an optical system, ”ad hoc” test samples are needed: for the specific pur-
pose we fabricated polyethylene (PE) disks having a thickness of 1.5 mm. These are transparent
at THz frequencies and were used as substrate material for the subsequent deposition of either
aluminum stripes (400 μm and 100 μm wide) or arrays of squares (400 μm large), evaporated
by means of photo-lithographic techniques. A 2D scan of the stripes in the plane containing the
optical axis and orthogonal to the stripes was performed in order to highlight the optical behav-
ior at the sample position. The result is shown in Fig. 3. Images of the defocusing of the stripes
were captured both with PH2 inserted (Fig. 3(a)) and with no pinhole (Fig. 3(b)): the clearest
points in the pictures correspond to the Al stripes in perfect focus. A clear improvement of the
contrast is visible with PH2 and the depth of field is also reduced. Panel (c) displays a section of
panel (a) at the focal plane. The lateral dimensions of the 100 μm wide stripe are comparable to
the resolution limit and therefore its image nearly provides a measurement of the point spread
function of the system. To further highlight the effective advantages induced by the presence
of the 300 μm pinhole in the setup, we performed a measurement of the defocusing of a test
sample composed by two of the square-arrays disks, whose patterned surfaces were kept at a
distance of 1.5 mm as illustrated in Fig. 4(a). Disks were rotated with respect to each other in
order to avoid strongly overlapping images that would be difficult to interpret: squares on the
first disk (the nearest one along the z axis to the QCL) were oriented in the vertical direction.
In Fig. 4 the comparison between the two cases is illustrated: the confocal images are de-
picted in the second row (panels (b), (c), and (d)), while the non-confocal ones are reported
in the third one (panels (e), (f), and (g)) . Although the images at the bottom could appear,
at first glance, clearer and of a better quality - because of the higher signal detected - the
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z= + 0.00 mm
7 mm





















































Fig. 4. (a) Schematics of the experimental arrangement employed for the confocal test of
the optical system: two overlapping planes are involved in the measurements: the disks are
separated by a distance of 1.5 mm and the whole sample is moved in the axial direction
simulating the displacement of focus. ((b) to (d)) THz images of the object recorded in three
positions along the optical axis: panel (a) shows the nearest plane with respect to the QCL,
the other images were taken at steps of about 500 μm. The 300 μm pinhole was inserted.
The colormap is chosen in order to demonstrate that the images from distant planes lay
on different intensity levels. In the background some fringes are clearly visible: they are
due to the circular surface roughness of the machined polyethylene substrate, which is not
completely smooth. ((e) to (g)). The same measurements without confocal pinhole: note
that here the resolution capability of the system is worse and it is not able to distinguish the
fringes. The measured contrast between squares on the two planes is different in the two
situations: Ccon f ocal = 0.84 while Cnon−con f ocal = 0.27.
measured contrast is unambiguously in favor of the confocal picture: Ccon f ocal = 0.84 while
Cnon−con f ocal = 0.27.
In order to illustrate the high lateral resolution capability of the microscope on a real object,
we employed a fresh green leaf. The main reason for this choice resides in the very high contrast
achievable thanks to the presence of water in the very minute veins. A photograph of the sample
under investigation is reported in Fig. 5(a). A first THz image of the entire sample was captured
with 90x160 pixel resolution, with each point corresponding to a step 200 μm long. The result
is depicted in Fig. 5(b). Next, we closed up on the area framed by the white rectangle and
captured a picture at very high resolution (200x200 pixels, steps 50 μm long): the remarkable
result is displayed in Fig. 5(c). The veins are highly defined and very small details are resolved.
In order to demonstrate the axial resolution capabilities, we chose to image two overlapping
paper sheets. Some letters were written on these sheets using a pencil, because graphite pos-
sesses a good absorption at THz frequencies. In Figs. 5(d) and 5(e) the photographs of the two
paper pieces are shown. To produce highly resolved THz images, we chose an area of 1.2 cm ×
1 cm and the scan was performed at steps of 100 μm. The two sheets were then superimposed
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Fig. 5. (a) A photograph of a fresh leaf. (b) Confocal THz image of the same leaf with in-
tensity levels referring to a wide chromatic range colormap, in order to highlight the veins.
The measurements covered an area 1.8 mm x 3.2 mm and 90x160 pixels were recorded.
(c) The rectangular white frame in panel (b) is imaged again with more points (200x200
pixels), in order to obtain a high resolution close-up of the leaf: the great amount of details
shows the noteworthy capabilities of the instrument. (d,e) Photographs of two paper sheets
which were subsequently superimposed at a distance of about 1.2 mm. Letters were written
using a pencil. The left sheet is the nearest, along the optical axis, to the QCL. THz images
of the paper sheets are shown in panels (f) and (g) with, respectively, the front and back
plane in focus (120x100 pixels, linear colormap).
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by keeping them fixed on the two sides of a blank, 1.2 mm thick, PE layer in order to ensure the
parallelism between their surfaces. Figures 5(f) and 5(g) show the results. The plane with the
letters NE was the nearest one to the laser source and this is the reason why it appears also as
the clearest one. However, when the focus is shifted on the back plane, the letters on that sheet
appear with enough contrast to be clearly distinguished. The colormap of the image is chosen
in order to simulate the real object colors.
4. Conclusions
In the present work we assembled a confocal microscope exploiting a THz quantum cascade
laser as light source: to our knowledge it is the first demonstration of a confocal setup em-
ploying a THz QCL. The confocal spatial filtering sensibly reduces the depth of field of the
microscope, as well as improves its resolution and contrast. The images acquired indeed show
unprecedented definition and an excellent capability of resolving planes located at different
depths in the samples examined. Future evolutions of the present arrangement can be easily
foreseen in order to expand the range of measurable objects. First of all the configuration can
be modified to operate in reflection geometry, ensuring a higher signal-to-noise ratio and even
higher depth resolution. Other relevant developments should be provided by the use of lasers
emitting in continuous wave and specifically designed high-quality Si optics with good effi-
ciency anti-reflection coating. Moreover the use of sources providing regular Gaussian beam
profiles and a higher intensity [23] should also considerably improve the performances of the
microscope.
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